
Bio-4

Bio-4  Fingerprint Time & Attendance Terminal

supports up to 2000 Finger templates / card / Password 

Its standalone access control device which works for access and attendance 

Bio-4 Equipped  with optical sensor & powerful functions.  
Bio-4 can be used with any other controller also with wisual output.  

• 2000 fingerprint/ Card / Password 

• High verification speed

• Advanced and user-friendly UI

• 

• 

New Framework firmware, easy to 

Wiegand Output to use With any controller  

 

 extend functions and customize  

 client’s requirements

• Multi fingerprint template is registered for  
 one user.

 

 

Features

 Fingerprint/Card/Password Access Control Terminal



 DISCLAIMER : Brief specification are mentioned here. Specification may change without prior notice. Customer are advised to check with us before purchase
Actual product may differ slightly to that depicted for ongoing product development   

SPECIFICATIONS 

ltem Description

LCD 

User Capacity 

Log Capacity 

FRR

2.4”TFT Color Screen

2,000(Fingerprint/Card/Password) 

1,60,000 

<0.5 Sec 

0.001%

FAR

Communication Interface

Fingerprint Image Display 

Access Control

0.00001%

Built-In

DC 12V/2A

Yes

Option A Option B

TCP/IP

PCPC

Exit Button

EXIT

No Touch

Card Reader

USB Disk

Push Data

What’s in the Box 

Bio-4

Bio-4

Lines for Access
Control Interface

Screws and Holders

Configuration

External Bell

Advance Features 
Push Data
Time Zone
Mi-Fare/ HID

 Door Sensor
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